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To:  Title: Hanford Site Hoisting and Rigging Manual  

 

Release 21 

Date Prepared: June 16, 2000 

When Document is no longer needed, refer to the 
Instruction on the Document Management Controlled 
Coversheet in front of your document. 

For Missing Releases Call 376-6831 

If you no longer need this manual, return to A3-95 

CONTROLLED COPY INSTRUCTIONS 

1. Remove and/or insert indicated sections into document as shown below . 
2. Update the release record at the front of the document. 

 

REMOVE INSERT 
SECTION NO. AND TITLE(S) 

PAGES REV DATE PAGES REV DATE 

Table of Contents 2-3  05/29/00 2-3  06/26/00 
Chapter 9, , Slings 35-36  01/15/93 35-36  01/15/93 

and 
06/26/00 

Chapter 10, Rigging Hardware all  all all  06/26/00 
Chapter 11,Below-the-Hool Lifting Devices  7-8  3/27/00 7-8  03/27/00 

and 
06/26/00 

Chapter 12, Hoists, Jib Cranes, and Monorail 
Systems  

39-40  05/29/00 39-40  05/29/00 

Chapter 13, , Overhead and Gantry Cranes 31-32  05/29/00 31-32  05/29/00 

Changes are identified by a vertical change bar in the outside margin. 

Table of Contents was updated to reflect new revision date for Chapters 9, 10, and 11. 

Chapter 9 was revised to incorporate Letter Ballot 40 and comments.  

Section 9.2.5.5 Replaced item 2 with wording that allows polyester slings to be used in radiation areas under specific 
conditions. 

Chapter 10 was revised to incorporate Letter Ballot 38 and comments.   We are replacing the entire chapter instead of just 
the affected sections to update the chapter to the current manual format.  The actual changes are as follows: 

Section 10.2.1 Changed “ASTM A148” to “ASTM A148M” in items 1c and 4 
Section 10.4.1 Changed section title; made minor editorial changes to text 
Section 10.4.2 Made minor editorial changes and changed “qualified engineer” to “qualified person” in item 1 
   Added subsections a and b to clearly differentiate between carbon steel eyebolts and alloy steel eyebolts 

to item 2 
   Defined term “SWL” and made minor editorial changes in item 3 
   Revised text slightly for clarification in item 4 
   Upgraded “Note” to “Caution” 
Section 10.4.3 Made editorial changes 
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Table 10-1  Corrected spacing error in footnote 3; clarified footnote 4 
Section 10.4.4 Revised section title 
   Made minor editorial changes to items 1, 2, 3, 4, and 6, 
Section 10.4.5 Replaced entire section to specifically address inspection of swivel hoist rings 
Section 10.4.6 Revised reference to Section 10.4.1 to match new title  
   Expanded item 2 to explain use of swivel hoist rings with different metals 
   Made minor editorial changes to item 3. 
   Added item 4 to address safe working loads 
Figure 10-10 Replaced figure showing hoist ring specifications with figure showing use of swivel hoist rings 

Chapter 11 

Section 11.9.1 In item 2, corrected reference from item 5 to item 3. 

Chapter 12 

Attachment 12.2 Providing more legible copy of figure showing hand signals.  No information changed. 

Chapter 13 

Attachment 13.2 Providing more legible copy of figure showing hand signals.  No information changed. 

 


